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Upgrade Procedure 
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I. Upgrading via Web (Simple) 

 

The easiest and quickest way to upgrade is via the web interface. The image file is transferred via simple 

HTTP POST directly from the PC doing the browsing. No TFTP server is required. 

 

Prerequisites: 

1. Network access to the 2000EAS switch from a PC or laptop 

2. Credentials to log into the switch as administrator 

3. PC or laptop with any major browser (I.E., Chrome or Firefox) 

4. Firmware upgrade binary file. 

 

Procedure: 

Step 1. Log into the switch from a web browser. (factory default IP address is 10.1.1.1/24, factory default 

is user 'admin' with no password) 
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Step 2. 

Check the current version of the switch. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Under 'System' > 'Information' check the 'Software Version' which is 1.003 in this example. 
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Step 3. Get to the Software Upload menu 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Under 'Maintenance' > 'Software' > 'Upgrade Image', the software upload window will be displayed. 

Click the [Browse] button.  
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Step 4. 

After clicking the "Browse" button, the file explorer will open. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Using file explorer, find the image file for the new firmware from the local disk. Click "Open". 
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Step 5. 

Click the "Upload" button 
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Step 6. Wait for the image to be transferred and then written to flash. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step 7. After transfer and writing, the 'Completed!' message will be displayed. 
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Step 8. Check the new version (ver 1.003 in this example) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

<end> 


